


ORDERING A SWITCH

1. SPECIFY A MODEL NUMBER

2PV W
MODELJ

ERIES

[}

HOUSING
'-'- NO HOUSING
W - PVC ENCLOSURE

TYPE OF VALVE

MODEL SERIES 2PV-MV
Pressure Actuated Valve
Diaphragm Sensing Element

MV SST

MV - MEAD MODEL LTV-5 3-WAY BLOCK-AND-
BLEED SNAP-ACTING VALVE

SPECIAL FEATURES

O - HIGH MAXIMUM PRESSURE - FULLY SUPPORTED DIAPHRAGM

M - 1/2 NPT MALE PIPE MOUNTING

Q - DOUBLE SNAP ACTING BELLEVILLE SPRING - TO PROVIDE POSITIVE SETPOINT

ACCURACY IN HIGH VIBRATION APPLICATIONS
SS - 316 STAINLESS STEEL WETTED TRIM MATERIAL
SN - BRASS WETTED TRIM MATERIAL
SI- TEFLON WETTED TRIM MATERIAL
SY - PVC WETTED TRIM MATERIAL
T - TEFLON PROTECTED DIAPHRAGM
Z - VITON DIAPHRAGM MATERIAL

2. SPECIFY A RANGE

ADJUST. FIXED MAXIMUM | MAXIMUM
PRESSURE | VALVE | WORKING | PRESSURE

RANGE | DEADBAND | PRESSURE | TYPE "O"
0-2 PSI 25 PS| 20 PSI 1000 PSI
0-5 PSI 27 PS| 20 PSI 1000 PSI
0-10 PSI 34 PSI 50 PSI 1000 PSI
0-20 PSI 50 PS 50 PSI 1000 PSI
0-50 PSI 1.6 PS 250 PSI 1500 PSI
0-100 PSI 1.9 PSI 250 PSI 1500 PSI
0-200 PSI 4.4 PS| 500 PSI 1500 PSI
0-300 PSI 5.3 PSI 500 PSI 1500 PSI

INSTALLATION NOTES

Orientation - The 2PV-MV will operate satisfactorily in any
position, however, mounting the device vertically will allow
the easiest adjustability and reduce sediment in the pressure
chamber.

Valve Connections - Valve port connections are 1/8 NPT
and are marked C, NO, NC. Pilot pressure should be
supplied at the common (C) port. Minimum 30 PSl is
required to operate valve.

Pressure Connection - 1/4 NPT female is standard. 1/2
NPT male is available ("M" option).

Adjustment - Turn pressure adjustment nut(s) clockwise to
increase setpoint. Detailed installation & calibration
instructions are provided for every shipment. Factory setting
is available at no charge.

* SPECIAL FEATURES SUCH AS STAINLESS TAGGING, OR
SPECIAL WETTED PARTS; KYNAR, KALREZ, HASTELLOY,
ETC. ARE AVAILABLE ON REQUEST. CONSULT FACTORY
FOR CAPABILITES AND PRICING FOR ANY FEATURES NOT
SHOWN.

DEADBAND NOTES

The deadbands listed in the tables are the nominal valve
differentials when the valve is operated at 100 PSIG.
Deadbands are decreased as pilot pressure is reduced.
Contact factory for more detailed information on deadbands.

Valve Schematic
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